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Sonera® Window Art Clear, Frosted & Dusted
INSTALLATION GUIDE

PLEASE READ THE FOLLOWING INSTRUCTIONS CAREFULLY PRIOR TO INSTALLATION.

ASI WALL SOLUTIONS WINDOW FILMS MUST BE INSTALLED IN ACCORDANCE WITH THESE
INSTRUCTIONS! FAILURE TO FOLLOW THESE INSTRUCTIONS THOROUGHLY MAY VOID ANY
WARRANTIES AND RESULT IN AN UNSUCCESSFUL INSTALLATION. CONTACT US AT 800.516.0105
FOR QUESTIONS REGARDING THE INSTALLATION OF OUR WINDOW FILMS.

INSPECT ALL MATERIALS FOR DAMAGE OR MISSING MATERIALS. VERIFY THAT THE DIMENSIONS
OF THE PRODUCT CORRESPOND TO THOSE OF THE INSTALLATION SPACE. IF YOU DISCOVER
DAMAGED OR MISSING MATERIALS, CONTACT ASI WALL SOLUTIONS IMMEDIATELY.

1. Remove a few inches of the liner from one edge.

2. Carefully position the graphic on to the surface. Line up all the edges and when it's exactly where
you want it, tack it down with the exposed adhesive.

3. Using a squeegee with a soft sleeve or a felt squeegee, work from the center of the graphic out
with light, even pressure. CAUTION: Using a hard squeegee may result in squeegee marks in the
finished graphic.

4. You will need to use light pressure due to the nature of an air egress adhesive with a clear film.
Practice first, until you understand the touch needed.

5. Remove the remaining liner and use the squeegee to apply the remainder of the graphic to the
floor with short, overlapping strokes, again from the center out.

6. Once the entire graphic is applied, go back and trim all edges off the rubber seal.
7. Re-burnish all edges to ensure good contact with the window surface.

8. Finally, edge seal to prevent moisture from window washing or heavy storms (if exterior) creeping
under the edges and into the air-egress channels.
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